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U S E R  M A N U A L



CONGRATULATIONS

on your purchase of Tapster, the latest stage in the evolution of our clas-
sic tremolo pedal.

To create Tapster, we started with all the seductive vintage tone guitar-
ists love about the T-Rex Tremster. Then we added tap tempo control, so 
you can adjust the rate of your tremolo as you play. Finally, we engi-
neered the perfect Subdivision switch to give you even more control 
over your sound.

TAPSTER CONTROLS

With its revolutionary tap tempo control, Tapster is built to give you 
complete control, even while playing on stage. Start by dialing in some 
basic settings:



Set the DEPTH to determine the depth of your volume oscillation.

Adjust the RATE control to get just the right oscillation speed.

Use the VOLUME control to set overall volume. At twelve o’clock, the 
volume level is 1:1. Turned all the way clockwise, the input signal is 
boosted 15dB.

Choose a SUBDIVISION of the beat (quarter note, eighth note, or eighth 
note triplet) to determine your tremolo groove.

Now, once you’ve set your Tapster up the way you like it, you’re ready to 
use the TAP TEMPO control:

TAP TEMPO works just like the tap tempo control on a T-Rex delay. Sim-
ply tap the switch to the beat, and the rate of your tremolo will sync up 
with tempo of song you’re playing.

It couldn’t be easier!



T-REX WARRANTY CONDITIONS
T-Rex Effects offers a two-year guarantee on all our products. In the unlikely 
event of a malfunction, please send your product to an Authorized T-Rex Ser-
vice Center. It will then be repaired or replaced and send back to you.

Please note that the product cannot be exchanged until the service center has 
received it!

ABOUT  T-REX
Based in Vejle, Denmark, T-Rex Engineering makes classic and signature 
effects pedals for the world’s best musicians. Our approach blends hi-tech 
innovation with old-world craftsmanship – always in the service of killer tone.

EU REGULATIONS  •  ENVIRONMENT PROTECTION
T-Rex accepts and follows the regulations and directives issued by the EU. We 
find these environment protecting regulations very good, and we are happy 
to follow them.

RoHS REACh

TECHNICAL SPECIFICATIONS

Input Impedance @ 1KHz Higher than 1M Ohm

Output Impedance @ 1KHZ Lower than 1K Ohm

Power supply 9V DC (T-Rex FuelTank)

Minimum Power supply Voltage 8,5V DC

Maximum Power supply Voltage 12,5V DC

Current Draw @ 9V DC 90mA

Maximum Input signal Vp/p 3Vp/p

Battery Type 9V battery 6F22

Battery Life 0,5 to 1 Hour

External connectors Input Jack, Output Jack, 9V DC jack

Controls On/Off, Tap Tempo, Volume, Rate, Depth, 
Subdivision

Pedal size incl. knobs (W x H x D) 100 x 55 x 120 mm / 3,9 x 2,2 x 4,7 inch

Weight 
(excl. battery and packaging) 0,420 kg / 14,8 oz
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